
-> to the Product
These string wound filter cartridges are manufactured in a special winding process from 
a variety of selected quality materials (including polypropylene, cotton, glass fiber). 
This means they can be used for almost all neutral and aggressive media.

Thanks to their special design, the string wound filter cartridges have a high dirt 
holding capacity and therefore a long service life.
Further advantages of the string wound filter cartridges are a low initial differential 
pressure and high flow rates.

Applications:
• Pre-filter in water treatment
• Chemicals
• Process filter for solvents
• Electroplating
• Surface technology
• Oils, fats
• Paint and varnish industry

Technical data

Winding material:
Polypropylene
Cotton
Glasfiber

Material inner core:
Polypropylene
Sainless steel

Micron rating: 1 /5 /10 /25 /50 /75 /100 /150 µm

Max. Working temperature.:

max. 80°C (Polypropylene)

max. 100°C (Cotton)

max. 300°C (Glasfiber)

Diameter:
28 mm Inside

62 mm outside

Differential pressure: max. 2,5 bar @ 30°C

Filter replacement: Latest @ 1,5 bar differential pressure

Technical changes reserved  | Rev.: 007.24.05TWK-Filter cartridges

Order information

TWK - -
Micron rating Length Material inner core Winding material 
1 µm  50 µm 5" 20" P Polypropylene P Polypropylene
5 µm 75 µm 9 3/4" 29 1/4" S Stainless steel B Cotton

10 µm  100 µm 10" 30" GF Glasfiber
25 µm 150 µm 19 1/2" 40"

Order example: TWK1-10-PP

Flow rate
Micron rating @ Viskosity of the medium

µm 1 mPas 30 mPas 80 mPas

1 10 l/min 4 l/min 2 l/min

5 20 l/min 11 l/min 6 l/min

10 24 l/min 15 l/min 7 l/min

25 32 l/min 20 l/min 12 l/min

50 36 l/min 24 l/min 16 l/min

75 36 l/min 26 l/min 20 l/min

100 36 l/min 28 l/min 26 l/min

150 36 l/min 32 l/min 30 l/min

Flow rate refers to an initial differential pressure of 0.2 bar 

and a filter element length of 10"

https://www.mts-apic-filter.de/produkte/filterelemente-fuer-fluessigkeiten/tiefen-filterelemente/twk/

